Date: ____________

RADIOGRAPHER SURVEY CHECKLIST 

	Inspection Number
	Task
	Radiogr. Initials

	1 (PRE)
	Notify the unit Commander that X-ray inspection procedures will be taking place. (Time, location, etc.)
	

	2 (PRE)
	Inspect all inspection equipment IAW the SOP.
	

	3 (Warm Up)
	Rotate the lead shield on the anode of the tube head until the tube head window is completely blocked.
	

	4 (Warm Up)
	Check that the interlock switch is in the on position.
	

	5 (Warm Up)
	Place the main circuit breaker in the on position.
	

	6 (Warm Up)
	Ensure that the radiographer has positive contact with the whole survey team either by voice or line of sight.
	

	7 (Warm Up)
	Ensure that all work place personnel have been notified of X-ray procedures by notifying the shop supervisor.
	

	8 (Warm Up)
	Turn the safety switch on and press the X-ray on button while yelling X-ray on ensuring that the survey team mimics the same command.
	

	9 (Warm Up)
	After the warm up procedure is complete the command X-ray off will be announced by the radiographer and mimicked by the entire survey team. At this time the radiographer will walk to the tube head with an SM 400A survey meter ensuring that the radiation source is inactive. At this time no one is allowed inside the barrier until the radiographer gives the all clear command to the survey team.
	

	
	At this time the survey team will monitor the barrier ensuring that no one enters the radiation inspection area. Also the assistants will walk the barrier with an SM 400A survey meter, recording the reading.


	

	10 (During)
	Set the tube head and the film and any other equipment at this time to include penetrameters and lead screens if applicable.
	

	11 (During)
	Input the appropriate shot selection values from the LCD display.
	

	12 (During)
	Ensure that the radiographer has positive contact with the whole survey team either by voice or line of sight.
	

	13 (During)
	Ensure that all work place personnel have been notified of X-ray procedures by notifying the shop supervisor.
	

	14 (During)
	Turn the safety switch on and press the X-ray on button, while yelling X-ray on ensuring that the survey team mimics the same command
	

	15 (During)
	After the shot has been received the command X-ray off will be announced by the radiographer and mimicked by the entire survey team. At this time the radiographer will walk to the tube head with an SM 400A survey meter ensuring that the radiation source is inactive. At this time no one is allowed inside the barrier until the radiographer gives the all clear command to the survey team.
	

	16 (During)
	After all shots are taken, and the all clear is given, allow the Cooling unit to operate an additional five minutes to dissipate Any additional heat from the tube head.
	


Inspecting Radiographer Printed Name, Rank:  ______________________________________

Inspecting Radiographer Signature: _______________________________________________
